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1
APPARATUS FOR MEASURING THE
ELECTRICAL CONDUCTIVITY OF A LIQUID
MEDIUM

FIELD OF THE INVENTION

This invention relates to a device for measuring the elec-
trical conductivity of a liquid medium, especially an aqueous
medium according to the preamble of the main claim.

BACKGROUND OF THE INVENTION

These conductivity measurement devices have been
known for a long time from the prior art in different circuit
topologies and are used for the most varied applications. Here
for example the industrial process engineering is important in
which the conductivity of the fluids is checked in order to
ascertain the concentration of dissolved salts in chromatog-
raphy processes or the like. Typical specific conductivities in
the range between roughly 50 mS/cm and 200 mS/cm can be
detected here. In the field of control and monitoring of ultra-
filtration processes conversely for example a range between 5
pS/cm and 100 puS/em is especially relevant.

Another important application is the cleaning of process
installations (for example the monitoring of flushing and
cleaning processes), these installations being typically
flushed with high-purity deionized water and the conductivity
of this flushing water then being an indicator of reaching a
desired cleaning state. The conductivities to be detected here
are much smaller, typically less than 10 umS/cm, certain
requirements necessitating measurement errors or tolerances
less than 0.5 umS/cm. If for example, in this cleaning context,
not only the flushing water, but also in addition for example a
cleaning solution are to be monitored (typically somewhat
heated NaOH, with conductivities of more than 100 mS/cm),
in the conductivity measurement devices which are suitable
for this purpose there is for example a need for systems which
encompass a wide range of values of the conductivities of the
relevant liquids to be detected.

The prior art furthermore discloses different measurement
principles for measuring the conductivity in aqueous media.
Thus for example to detect higher conductivity ranges induc-
tive measurement methods are conventional, in which there is
no (galvanic) contact of measurement electronics to the
medium to be tested. But in particular in applications of the
aforementioned type in which for example high-purity water
is to be monitored in the microsiemens range, contact mea-
surement methods are necessary, typically implemented by
the feed and subsequent measurement of a measurement cur-
rent via electrodes into the medium.

Due to the low conductivity of the medium, even at high
electrode voltages the effective measurement currents are
low, and moreover it can be assumed to be known that the
current to be fed is provided as an alternating signal in order
to keep low a voltage drop on the electrodes on the interface
to the aqueous medium (relative to the actual voltage drop in
the medium); electrolytic degrading influences on the elec-
trodes are also avoided by this alternating signal.

It is considered known from the prior art to use in the
so-called 2-pole measurement the same electrodes (as an
electrode pair) both for the feed of the current and also for the
measurement, and for example at low conductivities and
accordingly optimized electrode geometry (typically then
large-area electrodes with a small spacing are used) moderate
injected voltages will yield easily measurable currents.
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Then the specific conductivity (sigma) can be determined
as:

sigma=Gxk=kxI/U,

the cell constant k in the dimension length™ (typically 1/cm)
indicating the special conditions of the respective measure-
ment cell configuration, included electrode parameters and
electrode geometries.

When the measurement range is expanded to higher con-
ductivities, for example several 100 mS/cm, the voltage drop
increases on the boundary layers of the electrodes, at the same
time the voltage drop decreases over the aqueous medium
which is to be measured. To solve these problems it can also
be assumed to be known from the prior art to decouple the
electrodes for a supplied current from the measurement elec-
trodes for measuring the resulting voltage drop in the
medium, in addition to increasing the measurement fre-
quency (therefore for example a polarity reversal rate of the
injected alternating signal). This leads to the fundamentally
known approach of the 4-pole arrangement, by analogy to the
generic 4-pole resistance measurement technology, a mea-
surement current as an excitation current being fed via a first
electrode pair into the aqueous medium (electrolyte) and then
the measurement voltage (voltage drop) being detected via a
second measurement electrode pair which interacts simply
via the liquid medium. Both electrode pairs are thus three-
dimensionally spaced apart from one another and separated.
Since on the measurement and evaluation side there is typi-
cally a high internal resistance of the downstream detector
electrodes, small currents flow accordingly in the output-side
measurement circuit, with the advantageous action that the
voltage drops on the interfaces of the measurement electrode
pair are negligible. Since on the primary side (i.e. in the circuit
which interconnects the injection electrodes) a current which
flows there can be measured and managed, the primary-side
electrode voltage drop is not important.

While, as described above, the 4-pole technology is favor-
ably suited for measuring the electrical conductivity in aque-
ous media especially also for high conductivity values, it is
nevertheless conventionally complex to implement this tech-
nology such that it encompasses a large conductivity range. In
the practical implementation it has been found to be problem-
atic that the cell constant (k) which is determined and cali-
brated for example generically using standardized environ-
ments is dependent on the actual conductivity. In addition the
interfaces of the electrodes, which for example depending on
the respective order of magnitude of the conductivity, cause
current density shifts on the electrodes and in the electrolyte,
as well as alternating current effects, play a part, such as for
example parasitic capacitances (as loading of the secondary
side voltage electrodes) or crosstalk, therefore an uninten-
tional alternating current coupling between the primary side
excitation circuit and secondary-side measurement circuit.
Here for example in practice the (often long) feed lines
between the electrode and measuring amplifier significantly
influence these parasitic effects.

These problems are solved in the technologies which can
be assumed from the prior art by evaluation-side measuring
amplifiers which are specifically matched to different mea-
surement and value ranges of the conductivities to be detected
and are suitably switched over (manually or electronically);
typical quantities to be influenced are respective frequencies,
trigger currents and gains of' a measuring amplifier. Integrated
designs, for example microcontroller units, make available
comfortable infrastructures which make a multistage adapt-
ability to various conductivity ranges easily programmable.
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One problem associated with this technological approach
is in any case the necessary occurrence of discontinuities or
jumps at transition sites of these measurement ranges; if
therefore there is an aqueous fluid to be measured in this
transition range, potentially unusable measurement results
arise. Therefore the implementation of hysteresis during
switchover is necessary, however such (also can be favorably
implemented with digital electronics) a hysteresis approach
entails the problem that a value which lies in the hysteresis
range is dependent on the direction from which the measured
value changes so that a hysteresis interval or deviation means
a potential measurement error.

Just the aforementioned digital electronics in which for
example digital processes electronics also generates a (rect-
angular) primary-side trigger signal for injection into the
aqueous medium entails other problems of practical impor-
tance. Thus for example the harmonics of the base frequency
which are associated with a rectangular pulse signal are espe-
cially greatly influenced by nonohmic interference, for
example the aforementioned parasitic capacitances. This in
turn can be opposed only by a sinusoidal (at least low-har-
monic) primary-side triggering; this distinctly increases the
hardware cost.

Finally, the possible variation of a measurement frequency
during switchover of the range which can be assumed to be
known (for example within the framework of an integrated-
digital design) entails the potential problem of ambiguity by
parasitic capacitive effects: If for example at very low con-
ductivities a very high measurement frequency is used, these
parasitic capacitive influences can feign high conductivity,
with the unwanted effect that the secondary-side measuring
amplifier does not recognize the appropriate measurement
conditions and accordingly does not undertake a pertinent
measurement range selection or switchover.

SUMMARY OF THE INVENTION

The object of this invention is therefore to devise a generic
device for measuring the electrical conductivity of a liquid
medium, especially an aqueous medium which is made and
intended for detection of electrical conductivity in a large
detection range, especially in the region between a few puS/cm
up to several 100 mS/cm, which is made structurally simple
here, especially on the measurement side and evaluation side
avoids a plurality of discrete measurement and evaluation
ranges and/or discontinuous evaluation-side measurement
signals, nevertheless offers a measurement signal of high
signal quality and measurement accuracy which corresponds
to the electrical conductivity.

The object is achieved by the device for measuring the
electrical conductivity according to the main claim; advanta-
geous developments of the invention are described in the
dependent claims. In addition, protection within the frame-
work of the invention is requested for a use of this device for
measuring the conductivity of water and an aqueous solution,
and this device will cover an uninterrupted conductivity range
between 0.01 mS/cm and 500 mS/cm and beyond to more
than 1 S/cm and will make it available as a hysteresis-free
continuous measurement signal.

In a manner advantageous according to the invention, on
the primary (injection) side an arrangement is formed from
constant voltage means, commutator means for the first (in-
jection) electrode arrangement and the ohmic resistance
means as a series circuit in a (single) circuit branch, and the
injection current can be tapped as a voltage drop over the
resistance means (especially a partial resistance of it). Thus
on the primary side the DC voltage which has been produced
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by the voltage source is applied via the commutator means as
a modulator in clocked-changing polarity with the clock fre-
quency to the injection electrode pair (as the preferred imple-
mentation of the first electrode arrangement). Depending on
the conductivity of the aqueous medium (or the ohmic resis-
tance means which are made preferably as constant resis-
tance) an (injection) current flows which can be detected and
evaluated as a voltage drop over the resistance means and is
included in the determination of the electrical conductivity.
Equally on the evaluation side demodulation occurs, in cor-
rect phase relation with the injection-side commutator means
in the clock frequency by the detection means a storage
capacitor being charged whose capacitor voltage can be
tapped as the measurement signal, preferably quantified into
a digital signal and likewise further processed electronically
for determining the electrical conductivity.

The configuration as claimed in the invention, especially
the circuit branch which is made on the injection side in a
series connection advantageously enables the fact that over a
wide range of the electrical conductivity of the aqueous
medium the excitation current changes continuously depend-
ing on the conductivity, without as claimed in the invention
other active components in this circuit branch being used
(outside of the commutator means which are implemented in
an otherwise known manner for example by means of semi-
conductor switches or the like, furthermore preferably with-
out using an integrated circuit unit, or a programmable output
of such a circuit unit). Accordingly the invention enables a
change of conductivity of for example over five powers of ten
to cause a change of the current flowing on the primary side in
the circuit branch by roughly a factor of 30 (1.5 powers of
ten), continuously and without discontinuities. Thus the wide
range of the electrical conductivity which is to be measured in
the aqueous medium, which range is intended as claimed in
the invention, can then be advantageously encompassed with-
out the necessity of choosing or switching over the range, and
in addition advantageously only limited resolutions of
assigned analog-digital (A/D) converters being necessary,
with which then in addition the hardware cost can be reduced
(and in addition the large series suitability of the invention is
further increased accordingly). On the described dimension-
ing example then for the described range or its detection and
evaluation by measurement engineering on the injection side
and on the evaluation side one typical 16 bit converter with the
pertinent resolution would be sufficient.

On the injection side, for example this analog-digital con-
verter unit would convert the voltage signal which was tapped
via the resistance means (or the partial resistance provided
according to the development) and which is proportional to
the injection current in the circuit branch and make it avail-
able for further digital processing, likewise as on the evalua-
tion side one analog-digital converter unit for digitizing the
capacitor voltage is assigned to the capacitance means which
interact with the second electrode arrangement (i.e. the mea-
surement electrodes).

The invention is especially relevant and advantageous for
practical implementation when the advantages of simplifica-
tion offered by the above described invention principle are
implemented using simple and economical electronic mod-
ules. In addition to the described, potentially economical A/D
converters which are available as mass-produced parts, for
this purpose especially the implementation of the evaluation
means by means of suitable microcontrollers is recom-
mended, for example the injection and measurement signal
which has been digitized according to the development sepa-
rately from such a controller unit likewise reducing the (hard-
ware) requirements for such an electronic component, such as
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for example the serial coupling of the A/D converter units
provided on the injection side and/or measurement side,
which coupling is provided according to the development; in
this way advantageously the number of controller terminals
can be distinctly reduced, equally the primary side and sec-
ondary side can be interrogated in a timely manner or syn-
chronously and then further processed in terms of data.

In particular, the implementation ofthe commutator means
which is advantageous according to the development using
electronic switching components, for example suitable
(power) transistors, leads to potentially disruptive higher fre-
quency signal components in the primary side circuit branch,
optionally also on the measurement side. In addition a trigger
signal for the commutator means (in the clock frequency)
influences this signal picture. Accordingly it is provided
according to the development that suitable filter means be
provided in the primary-side circuit branch and/or on the
evaluation side/measurement side, for example in the form of
a capacitor in parallel to the measurement resistor. It is also
advantageous and preferred according to the development to
use the (digital) filter means which are often integrated into
the analog-digital converter units to filter (matched for
example to the clock frequency of the alternating signal) a
noise influence in this respect out of the measurement circuits
(this applying equally for example to the influences of a line
frequency of an existing supply voltage or to other superim-
posed noise alternating signals).

Another preferred embodiment of the invention calls for
(noncapacitive) decoupling means, especially ohmic resis-
tances, to be provided between the electrodes of the second
electrode arrangement and the downstream measurement-
side commutation. This development measure, in contrast to
traditional logic to connect the measurement-side voltage
electrodes with low resistance to the measurement capacitor
and the downstream quantization or evaluation electronics,
causes an influence of the voltage electrodes (for example
thickness and homogeneity of a passive layer) in concert with
charge effects and potential effects in commutator edge
change to have much less an effect on the secondary side
measurement signal.

This measure would alternatively also be possible for
example by an especially high-resistance configuration of the
commutator input; this design which is advantageous and
simple in terms of hardware according to the development
using discrete semiconductor components would require
however additional cost here.

While within the scope of implementations as claimed in
the invention it is advantageous and useful on the secondary
side (i.e. on the side of the second electrode arrangement and
the assigned detection means) to amplify and then suitably
digitize the voltage signal arising via the capacitor means
with a constant gain (or to digitize it unamplified), one version
of the invention which is advantageous according to the
invention calls for the capacitor voltage to be amplified in the
form of amplifier units provided parallel to one another by
different gains and accordingly to offer the amplified capaci-
tor voltage signal (simultaneously) at different levels; this
high resistance of operational amplifiers which are typically
used for this purpose likewise little opposes this parallel
arrangement of two or more amplifier units, such as for
example according to another version, on the one hand the
capacitor voltage signal is directly digitized and then made
available likewise continuously for further processing, as a
capacitor voltage signal which has been amplified by a pre-
determined gain before digitization in a separate, firmly
assigned A/D converter.

40

45

55

6

In the further processing by the evaluation means then this
version of a simultaneous multiple measurement signal at
different voltage (amplification) levels enables the maximum
possible flexibility in the evaluation and the further process-
ing of the signal which has been acquired: Thus for example
at high capacitor voltage levels an unamplified signal can be
digitized and further processed (for example an amplifier
which potentially overdrives at such a high voltage level
remaining by controlled decrease in a high-resistance range
which thus does not influence the measurement voltage),
while for example a low-level capacitor voltage which unam-
plified would yield only a very noisy A/D conversion result
can first be raised by the predetermined and known gain. In
one possible transition range in turn the signal of the two
measurement branches (since present continuously and in
parallel) can be combined or computed with suitable weight-
ings.

In turn the circumstance is advantageous and of practical
importance that the A/D converter units which are assigned
on the primary side and secondary side, according to the
development separated from a microcontroller control unit,
acquire the same operating or reference voltage of a supply
voltage unit which is present for the entire device. This advan-
tageously leads to the fact that corresponding errors due to
fluctuations or other effects of the reference voltage are equal-
ized and leave the measurement result unaffected. This also
applies equally to the necessary quantization of a temperature
signal by means of an A/D converter which conditions the
analog temperature signal of a temperature sensor which is
assigned to the aqueous medium according to another advan-
tageous development of the invention.

As a result, this invention surprisingly makes it possible
easily, effectively and powerfully for a large continuous range
of electrical conductivity of a liquid medium to be covered,
typically between 1 umS/cm and 1000 mS/cm without the
necessity of complex and fault-susceptible switching over of
the range, without increased measurement engineering and
evaluation engineering cost on the secondary side, and with-
out the electrolytic and other effects associated with the elec-
trode pairs significantly influencing a measurement result.
Here the O-pole technology in which both the first and also
the second electrode arrangement each have one electrode
pair is preferred, nevertheless constellations are conceivable
in which more than two electrode pairs, on the injection side
and/or measurement side, are provided in the measurement
cell and are wired in the device as claimed in the invention.

According to the design, cable influences or other capaci-
tively active factors are advantageously minor so that they
have no adverse effects, in an essentially useful manner. Like-
wise an electrical (total) power demand of the device is low,
favorable especially in a power supply which is isolated
according to the development and which facilitates a low-
capacitance design. In isolation according to the develop-
ment, a coupling capacitance parallel to the isolation barrier
of'less than 5 pF can be implemented; this in turn reduces the
occurrence of noise potentials.

BRIEF DESCRIPTION OF THE DRAWINGS

Other advantages, features and details of the invention will
become apparent from the following description of exem-
plary embodiments as using the drawings.

FIG. 1 shows a schematic block diagram for illustration of
the fundamental operating structure of this invention;

FIG. 2 shows a representation analogous to FIG. 1, but with
additional circuit components and modules which are advan-
tageous for practical implementation, and
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FIG. 3 shows a current and voltage diagram, relative to the
electrical conductivity, for illustration of a conductivity
dependency over a large detection range.

DETAILED DESCRIPTION OF THE INVENTION

FIG. 1 illustrates in the schematic the important functional
components of the device for measuring the electrical con-
ductivity of an aqueous medium according to a first embodi-
ment of this invention. Thus reference number 10 describes a
measurement cell which can be filled with the liquid medium,
and into which one electrode pair 12 projects as a first elec-
trode arrangement and another electrode pair 14 projects as a
second electrode arrangement, decoupled from one another,
in order to undertake injection in the manner of an otherwise
known 4-pole arrangement via the electrodes 12 and then to
generate the measurement signal by means of the electrodes
14. For purposes of more extensive disclosure, especially
with respect to one possible practical implementation on the
exemplary embodiment, reference is made to the measure-
ment cell which is disclosed in DE 199 46 315 and which
shows one possible example for implementation of the cell 10
which is shown in FIG. 1.

On the injection side, i.e. as a circuit branch connected to
the electrode pair 12 (and via the DC potential coupled to the
coupling capacitors 16 which decouple the electrodes), there
is a constant voltage source 18 which is connected via a first
resistor 20 (as a working resistor) and a second resistor 22
(measuring resistor) to the primary-side commutator means
24 which in turn, triggered by a clock signal CLK, make an
alternating signal for the electrode pair 12 with the clock
frequency CLK in the described manner from the constant
voltage signal of the source 18. In each commutator switching
state there is an individual circuit branch on the injection side,
the voltage source 18 forming a series connection to the
resistance means which have been formed from the resistors
20, 22 and to the electrode pair 12. A current which flows in
this circuit branch drops over the resistor 22 and is tapped
there as an injection-side, current-proportional injection sig-
nal (U)I and supplied to an A/D converter unit 26.

On the measurement side is the potential of the electrode
pair 14 (coupled or decoupled by respective coupling capaci-
tors 28 or coupling resistors 30 which are in series) over a
secondary-side commutator unit 32 via a measurement
capacitor 34, the capacitor voltage U(U) being tapped as the
measurement signal and present at the A/D converter unit 26.

Since the secondary-side commutator unit 32, clocked
with the clock frequency CLK and operated synchronously to
the primary-side unit 24, demodulates the signal which has
been modulated rectangularly for the injection in the illus-
trated manner on the output side there is a capacitor DC
voltage over the measurement capacitor 34 as the measure-
ment voltage U(U).

In the further processing as evaluation means both the
current-proportional injection signal U(I) and also the mea-
surement signal U(U) are then present in quantized digital
form which is to be transmitted serially as AD (U(U)) and AD
(U(D)) and are processed in an assigned microcontroller unit
40. This microcontroller unit at the same time generates in an
otherwise known manner the alternating clock CLK for the
primary-side and secondary-side commutators 24, 32 which,
not shown in the figures and in an otherwise known manner,
are implemented by means of discrete semiconductor
switches (or as commutator transistors which have been inte-
grated into a semiconductor module, optionally with addi-
tional integrated means for compensation of the charge injec-
tion and with delay elements for the clock signal in order to
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avoid transient short circuits when the edge changes). From
the ratio of the current injected on the primary side and
voltage measured on the secondary side (with consideration
of the cell constant and in addition of necessary calibration
constants, including an offset for current, voltage and con-
ductivity) the microcontroller unit then either itself computes
the value of the electrical conductivity or alternatively pre-
pares the individual quantized variables for external further
processing via a suitably chosen protocols.

The schematic circuit diagram of FIG. 2 which is made
analogously to FIG. 1 illustrates additional components of the
described exemplary embodiment which are useful in the
practical implementation, the same reference numbers
describing identical functional components or functional-
ities. This arrangement, with the exception of the measuring
cell 10 and temperature sensors which are assigned to it
(symbolized with reference numbers 62, 64), with corre-
spondingly short cable connecting lengths and small parasitic
capacitances, is integrated into a body of cuboidal shape 18
mmx47 mmx10 mm, therefore implements an advanta-
geously small compact size. The block circuit diagram of
FIG. 2 shows details of the A/D converter arrangement which
is only schematically suggested in FIG. 1 as a plurality of
converters; a first 16 bit converter unit 261 with an integrated
digital filter unit (not shown in detail) which is tuned to a line
frequency of a supply voltage unit 50 (more accurately: a
DC-DC converter unit with electrical isolation; in one prac-
tical implementation supplied by a higher-level feed unit with
5V DC voltage, then for example an unregulated supply volt-
age of roughly 10V DC being present on the voltage source
18) receives the injection current-proportional voltage signal
U(I) which drops over the resistor 22 and converts this 16 bit
signal AD ((U)I) which has been quantified with a reference
voltage REF of 2.7 V for the microcontroller unit 40. The
reference voltage REF is generated from a reference voltage
unit 52 which is in turn supplied from the unit 50 (like other-
wise also the constant voltage unit 18).

Equally a second A/D converter unit 262 (which receives
the same supply and reference voltage REF as the unit 261)
generates from the measurement voltage signal (U)U which is
dropping over the measurement capacitor 34 the 16 bit-quan-
tified and serial measurement signal AD (U(U)), in turned
prepared on the microcontroller unit 40.

As a variation and an addition to the generic implementa-
tion of FIG. 1, the exemplary embodiment of FIG. 2 addition-
ally shows how the measurement voltage signal U(U) as a
capacitor voltage is present additionally at the input of a
measurement amplifier unit 60, in the exemplary embodiment
a gain 21 is preset (relative to the unamplified capacitor volt-
age U(U). This amplified signal Ua(U) is processed, analo-
gously to the quantization of the unamplified measurement
signal and of the injection current signal, by a third A/D
converter unit 263, in turn resolution 16 bit and serial output
as AD (Ua(U)) to the microcontroller unit 40, with the action
that according to FIG. 2 the measurement voltage is present
twice in parallel over the capacitance 34, specifically on the
one hand as an unamplified signal, on the other hand as raised
in level by the amplifier unit 60 for processing by the micro-
controller unit 40.

In turn, in addition to the generic principle of FIG. 1, FIG.
2 shows still a fourth 16 bit A/D converter 264 which converts
a temperature signal which has been tapped from a tempera-
ture sensor T into a corresponding serially digitized tempera-
ture signal AD (U(T)). This analog temperature signal U(T)
which solely for reasons of schematic simplification is shown
as a temperature-proportional voltage signal which drops
over a temperature-variable resistor 62 relative to a reference
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resistor 64, illustrates a temperature detection of the aqueous
medium which is contained in the measuring cell 10, either
the temperature sensor 62, suitably transferring heat, being
attached to the measuring cell or projecting into it for detec-
tion of a current fluid temperature. The representation further-
more illustrates that the illustrated temperature measurement
(as also the conductivity measurement) is independent of a
supply or reference voltage of the A/D converter units 267
which is supplied in parallel: In the illustrated temperature
measurement specifically the digitized value depends also
only on the ratio of the resistances 62, 64, but not on the
reference voltage REF since the voltage divider 62/64 and the
AD/converter 264 are between the same voltage.

The microcontroller unit 40 then prepares the digitized
signals of the converters 261 to 264 which have been obtained
in this way for output via an interface module 80 for optical
decoupling of the digital signals (clock, digital in/out=DIO,
in addition to the DC/DC converter unit 50 this module 80
constituting a main source of parasitic coupling via the poten-
tial barriers, in total roughly 5 pF), either the microcontroller
unit 40 having undertaken signal processing, or however only
according to a desired transmission protocol, then the
acquired signals being available for further treatment by the
unit 80.

Possible galvanic decoupling ofthe supply unit 50 from the
primary-side and secondary-side measurement circuits and
from the pertinent A/D conversion is not shown in FIG. 2.

In the specific implementation, structure of the measuring
cell for example according to DE 199 46 315, cell constant
0.35/cm, the illustrated device would be at a clock frequency
of commutator changing of 10 kHz (this clock frequency in
the range between roughly 1 and roughly 100 kHz has proven
favorable on the one hand to be fast enough to reduce the
disadvantageous voltage drop on the electrodes, on the other
hand of sufficiently low frequency for reducing disadvanta-
geous switching effects) is then combined with a typical
repetition or interrogated rate of the A/D conversion by the
units 261-264 of 0.1 seconds (a typical conversion time of
roughly 80 ms, after this time a respective measured value is
available; with a clock rate of 30 kHz the digital signal is
clocked out from the converter via the serial interface), for a
roughly synchronous acquisition of the data. Since moreover,
as explained as advantageous within the framework of the
invention, all converters 261-264 are operated with the same
supply and reference voltage, noise influences do not affect
the measurement result. A typical total power consumption of
the circuit is in the range of <250 mW so that, as discussed,
low coupling capacitances are sufficient for galvanic decou-
pling,

A conductivity sigma of the fluid contained in the tank 10
would now be determined as follows:

(1.1)

sigma=

(AD(U(I))—ADio 1

AD(U(U)) - ADuo ) - sigma,

Ryness

AD(U(D)) - ADio 21
ADU(U)) - ADuo

1.2)

sigma= ( ) — sigma,

Riness

and according to formula 1.1 and no amplification of the
capacitor signal a large measurement range can be covered,
while, especially in the region of small conductivities, then as
the amplified signal (factor 21) according to formula 1.2, the
data stream AD (Ua(U)) is available.

In the formulas AD,,, (as the offset for the current measure-
ment), AD,,, (as the offset for the output-side voltage mea-
surement), sigma, (as the offset for the conductivity, for
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example for taking into account cable and installation effects)
mean calibration constants which are set or selected suitably
and in the already described manner k means the cell constant
and therefore takes into account the geometry of the measur-
ing cell. Since within the framework of the invention the cell
constant k is well defined via the measuring cell geometry, it
can be reproducible defined via suitable process control (as
mechanical accuracy). To determine the constant AD,,, and
sigma, an open state (i.e. air, therefore unfilled measuring
cell) is induced, while for example the offset D,, can be
determined by a short circuiting of the electrodes. Accord-
ingly the (traditionally problematic) handling of liquid con-
ductivity standard media for calibration is eliminated. Since
moreover sigma, describes essentially an apparent conduc-
tivity by capacitances which are parasitic in parallel to the
electrodes 14 (see in this respect also the voltage decrease in
the range between 0 puS/cm and 20 puS/cm in FIG. 3), this
conductivity in practical use is reduced to roughly
sigma,=2.5 uS/cm.

A specific signal behavior of this circuit, especially a char-
acteristic of the (injection-side) current as well as, associated
therewith, characteristics of the measurement-side measure-
ment voltages (amplified as Ua and unamplified as Un) illus-
trate the signal characteristics of FIG. 3. It is shown that over
avery wide range of conductivities, from roughly 2 uS/cm to
roughly 200 mS/cm, the injection-side current varies between
roughly 0.01 and roughly 3.8 mA, while there are voltages
which are unamplified on the measurement side between
roughly 10 mV and roughly 1700 mV; just the region of high
conductivities makes the use of the amplified voltage signal
beneficial since here, at correspondingly low injection-side
current flows, an unamplified voltage measurement signal no
longer yields sufficient resolution. In fact, up to roughly 200
mS/cm the resolution remains better than 0.6% of the mea-
sured value so that up to this value the amplified branch can be
fundamentally omitted.

In the practical implementation this behavior means that
both in the left-side region of FIG. 3, at small specific con-
ductivities, and also in the right-side region of large conduc-
tivities, good resolutions can be achieved, only on the bound-
aries of the measurement range, i.e. at 2 uS/cm or 200 mS/cm
(relative to the unamplified branch) the resolution reaching
the described region of 0.6%, but in between for many mea-
surement tasks it is already completely sufficient and thus
generally does not require the additional amplified branch
which is shown in the exemplary embodiment.

Having described the invention, the following is claimed:
1. A device for measuring an electrical conductivity of a
liquid medium, comprising:

constant voltage means for injecting an alternating signal
into the liquid medium, the constant voltage means elec-
trically connected to a first electrode arrangement,

detection means for generating a measurement signal
influenced by the electrical conductivity of the liquid
medium, the measurement signal having a clock fre-
quency of the alternating signal, wherein the detection
means is electrically connected to a second electrode
arrangement, which is physically separated from the
first electrode arrangement and which is electrically
coupled to the first electrode arrangement via the liquid
medium, and

evaluation means for generating an output signal from (i) a
current-proportional injection signal of current injected
by the first electrode arrangement into the liquid
medium and (ii) the measurement signal, said output
signal provided for further electronic processing,
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wherein the constant voltage means is located in a circuit
branch having a first commutator for the first electrode
arrangement and ohmic resistance means for providing a
source of ohmic resistance, the first commutator and the
ohmic resistance means connected in series with the
constant voltage means, and

wherein the current-proportional injection signal is tapped
as a voltage drop over a resistor of the ohmic resistance
means.

2. The device as claimed in claim 1, wherein the device

further comprises:

a first analog-digital converter unit for generating a digital
current-proportional injection signal, wherein the first
analog-digital converter unit is not integrated into the
evaluation means and is assigned to the ohmic resistance
means.

3. The device as claimed in claim 2, wherein the device

further comprises:

a second analog-digital converter unit for generating a
digital measurement signal, wherein the second analog-
digital converter unit is not integrated into the evaluation
means and is assigned to capacitance means which inter-
acts with the second electrode arrangement.

4. The device as claimed in claim 2, wherein the first
analog-digital converter unit generates a serial output signal
that is transmitted to the evaluation means via a serial con-
necting line assigned to the first analog-digital converter unit.

5. The device as claimed in claim 2, wherein the first
analog-digital converter unit has integrated filter means tuned
to the clock frequency of the alternating signal and/or of a
supply voltage signal.

6. The device as claimed in claim 2, wherein the device
further comprises:

a common voltage supply unit assigned to the first analog-
digital converter unit, wherein the common voltage sup-
ply unit serves as a supply voltage unit for the constant
voltage means and/or the common voltage supply unit is
integrated into the first analog-digital converter unit and/
or the first analog-digital converter unit has a common
reference voltage source for converter quantization.

7. The device as claimed in claim 1, wherein the constant
voltage means includes an analog control unit and/or the
constant voltage means is implemented without integrated
digital circuit modules.

8. The device as claimed in claim 1, wherein the device
further comprises:

temperature detection means for detecting a temperature of
the liquid medium, the temperature detection means
interacting with the evaluation means via a third analog-
digital converter unit, wherein the temperature of the
liquid medium influences the conductivity signal.

9. The device as claimed in claim 1, wherein the circuit
branch is configured such that the ohmic resistance means is
invariable, free of hysteresis and not able to be discretely
switched over or selected, and/or there are no active and/or
switching elements in the circuit branch which influence an
ohmic resistance value of the ohmic resistance means.

10. The device as claimed in claim 3, wherein the detection
means includes a capacitor having a capacitor voltage that
determines the digital measurement signal which is generated
continuously and/or independently of the clock frequency of
the alternating signal.

11. The device as claimed in claim 1, wherein the measure-
ment signal is present parallel and synchronously on a first
and a second input of the detection means with signal levels
which have been amplified to different degrees from one
another.
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12. The device as claimed in claim 2, wherein a repetition
frequency and/or a cycle frequency of the generation of the
digital current-proportional injection signal is set up to the
clock frequency of the alternating signal in a ratio of less than
1:100.

13. The device as claimed in claim 1, wherein the device
further comprises:

decoupling means located between respective electrodes

of the second electrode arrangement and a second com-
mutator downstream of the respective electrodes of the
second electrode arrangement.

14. A method for measuring an electrical conductivity of a
liquid medium, comprising:

injecting an alternating signal into the liquid medium,

wherein the alternating signal is injected by constant
voltage means electrically connected to a first electrode
arrangement,

generating a measurement signal influenced by the electri-

cal conductivity of the liquid medium, wherein the mea-
surement signal has a clock frequency of the alternating
signal, the measurement signal generated by a detection
means electrically connected to a second electrode
arrangement, said detection means physically separated
from the first electrode arrangement and electrically
coupled to the first electrode arrangement via the liquid
medium, and

generating a conductivity signal of the liquid medium,

wherein the conductivity signal is generated by evalua-
tion means from (i) a current-proportional injection sig-
nal of current infected by the first electrode arrangement
into the liquid medium and (ii) the measurement signal,
and

providing the conductivity signal for further electronic pro-

cessing,

wherein the constant voltage means is located in a circuit

branch having a commutator for the first electrode
arrangement and ohmic resistance means in a series
connection,
wherein the current-proportional injection signal is tapped
as a voltage drop over the ohmic resistance means, and

wherein the conductivity signal of the liquid medium has
an uninterrupted range of conductivity between 0.001
mS/em and 1000 mS/cm.

15. A device as claimed in claim 1, wherein the liquid
medium is an aqueous medium.

16. A device as claimed in claim 1, wherein the second
electrode arrangement is an electrode pair.

17. A device as claimed in claim 1, wherein the detection
means is coupled via the liquid medium in the manner of a
four-pole configuration.

18. A device as claimed in claim 1, wherein the output
signal is a conductivity signal of the liquid medium.

19. A device as claimed in claim 1, wherein the current-
proportional injection signal is tapped as a voltage drop over
a partial resistor of the ohmic resistance means.

20. The device as claimed in claim 3, wherein the second
analog-digital converter unit generates a serial output signal
for the evaluation means and interacts with the evaluation
means via a serial connecting line, which is assigned indi-
vidually to the second analog-digital converter unit.

21. The device as claimed in claim 3, wherein the second
analog-digital converter unit has integrated filter means tuned
to the clock frequency of the alternating signal and/or of a
supply voltage signal.
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22. The device as claimed in claim 3, wherein the device
further comprises:

a common voltage supply unit assigned to the second ana-
log-digital converter unit, wherein the common voltage
supply unit serves as a supply voltage unit for the con-
stant voltage means and/or the common voltage supply
unit is integrated into the second analog-digital con-
verter unit and/or the second analog-digital converter
unit has a common reference voltage source for con-
verter quantization.

23. The device as claimed in claim 1, wherein the device

further comprises:

a second analog-digital converter unit for generating a
digital measurement signals, wherein the second ana-
log-digital converter unit is not integrated into the evalu-
ation means and is assigned to capacitance means which
interacts with the second electrode arrangement.

24. The device as claimed in claim 23, wherein the second
analog-digital converter unit generates a serial output signal
that is transmitted to the evaluation means via a serial con-
necting line assigned individually to each of the first and
second analog-digital converter units.

25. The device as claimed in claim 23, wherein the second
analog-digital converter unit has integrated filter means tuned
to the clock frequency of the alternating signal and/or of a
supply voltage signal.
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26. The device as claimed in claim 23, wherein the device
further comprises:

a common voltage supply unit assigned to the second ana-
log-digital converter unit, wherein the common voltage
supply unit serves as a supply voltage unit for the con-
stant voltage means and/or the common voltage supply
unit is integrated into the second analog-digital con-
verter unit and/or the second analog-digital converter
unit has a common reference voltage source for con-
verter quantization.

27. The device as claimed in claim 9, wherein the ohmic

resistance means has a constant ohmic resistance value.

28. The device as claimed in claim 12, wherein the ratio is
less than 1:500.

29. The device as claimed in claim 13, wherein the decou-
pling means is ohmic resistance means.

30. The method as claimed in claim 14, wherein the liquid
medium is water.

31. The method as claimed in claim 14, wherein the unin-
terrupted range of conductivity is between 0.001 mS/cm and
850 mS/cm.

32. The device as claimed in claim 3, wherein a repetition
frequency and/or a cycle frequency of the generation of the
digital measurement signal is set up to the clock frequency of
the alternating signal in a ratio of less than 1:100.
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